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Abstract The UK has incentivized the use of natural gas in
heavy goods vehicles (HGVs) by converting to dual-fuel (DF)
diesel-natural gas systems to reduce noxious and greenhouse gas
emissions. Laboratory and on-road measurements of DF vehi-
cles have demonstrated a decrease in CO2 emissions relative to
diesel, but there is an increase in greenhouse gas (CO2e) emis-
sions because of unburned methane. Decreasing tailpipe emis-
sions of methane via after-treatment devices in lean-burn com-
pression ignition engines is a challenge because of low exhaust
temperatures (∼400 °C) and the presence of water vapor. In this
study, six commercially available methane oxidation catalysts
(MOCs) were tested for their application in DF HGV vehicles.
Each MOC was characterized in terms of the catalyst platinum
group metal (PGM) loading (both Pd and Pt), particle size, cat-
alytic surface area, and Pd:Pt ratio. In addition, the washcoat
surface area, pore volume, and pore size were evaluated. The
MOC conversion efficiency was evaluated in controlled
methane-oxidation experiments with varying temperatures, flow
rates, and gas compositions. Characteristic-conversion efficien-
cy correlations demonstrate that the influential MOC character-
istics were PGM loading (both Pd and Pt), Pd:Pt ratio, washcoat
surface area, and washcoat pore volume. With 90 % methane
oxidation at less than 400 °C in DF HGV exhaust conditions,
sample 1 had the highest conversion efficiency because of a high
PGM loading (330 g/ft3, 12,000 g/m3), a 5.9 Pd:Pt ratio, a high
alumina washcoat surface area of 20 m2/cm3, and 74-mm3/cm3
pore volume. Additional studies showed increased MOC con-
version efficiency with decreasing gas hourly space velocities
(GHSVs) and increasing methane concentrations.
Keywords Methane oxidation catalyst . Dual fuel . Heavy
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1 Introduction
1.1 Context
Heavy goods vehicles (HGVs) are responsible for 16% of CO2
emissions in the United Kingdom’s (UK) [1] transport sector.
These vehicles are nearly all diesel fueled, but alternative fuels
are being explored in anticipation of future regulations of HGV-
related CO2 vehicle emissions in the European Union [2].
Natural gas is a suitable option for reducing CO2 emissions,
as methane (the primary component of natural gas) has a low
carbon-hydrogen ratio, resulting in natural gas-producing lower
CO2 emissions [3]. Investments are already being made to ret-
rofit existing HGVs to be powered by a dual-fuel (DF) mixture
of diesel and natural gas, such as the UK Government’s invest-
ment of £11.3 million through the Technology Strategy Board
and the Office for Low Emission Vehicles [4].
The Center for Sustainable Road Freight at the University
of Cambridge recently investigated the level of CO2 abate-
ment within a DF HGV. This study found that there is a 4, 9,
and 12 % reduction in CO2 emissions for DF urban, rural, and
motorway HGVs, respectively [5]. However, when the global
warming potential (GWP) of methane was included
Electronic supplementary material The online version of this article
(doi:10.1007/s40825-016-0047-x) contains supplementary material,
which is available to authorized users.
* Adam M. Boies
a.boies@eng.cam.ac.uk
1 Centre for Sustainable Road Freight, Department of Engineering,
University of Cambridge, Cambridge CB2 1PZ, UK
2 Centre for Transport Studies, Department of Civil and Environmental
Engineering, Imperial College London, London SW7 2AZ, UK
3 Department of Civil, Environmental and Geo- Engineering,
University of Minnesota, Minneapolis, MN 55455, USA
Emiss. Control Sci. Technol. (2016) 2:204–214
DOI 10.1007/s40825-016-0047-x
(GWPCH4=34 on a 100-year horizon [6]), there was an in-
crease in CO2 equivalent (CO2e) emissions in the DF conver-
sions due to unburned methane. These methane emissions led
to a 17, 13, and 24% increase in CO2e emissions in DF urban,
rural, and motorway driving cycles, respectively [7].
To evaluate whether these methane emissions can be ad-
dressed by methane oxidation catalysts (MOCs), this study
seeks to determine the temperature-dependent oxidation effi-
ciency of newly available MOCs from a number of manufac-
turers. An obstacle to this method is that methane oxidation
requires exhaust temperatures higher than normal operating
conditions of diesel-based after-treatment systems [8, 9],
which was found to be an average of 400 °C over a drive cycle
by Stettler et al. [5].
1.2 Kinetic and Mass Transfer Mechanisms
The properties of methane oxidation catalysts (monoliths, me-
tallic oxide washcoats, and PGM particles) all influence the
MOC conversion efficiency. Mass transfer and reaction kinet-
ics control this oxidation process, which can be summarized
as follows:
& Kinetic limitations—influenced by the condition of the
active sites, temperature, and chemistry of the fluid and
surface materials.
& Pore diffusion limitations—influenced by the washcoat
thickness and pore size.
& Bulk diffusion limitations—influenced by the substrate
channels, geometric surface area, and fluid turbulence
[10].
As the reaction progresses from 0 to 100 % oxidation with
increased temperature, the rate limitations transition from re-
action kinetics to mass transport. According to Heck et al., at
approximately 20% conversion, the catalyst is at a sufficiently
high temperature, such that transport processes are slower than
the catalyst’s intrinsic activity, which results in mass transfer
limitations (pore and bulk diffusion) becoming dominant. As
the gas temperature increases, the reactivity of the catalyst
increases, which increases the temperature within the catalyst
bed as a result of exothermic reactions. At higher temperatures
where conversion efficiency is >20 %methane oxidation, rate
limitations are related to mass transfer of reactants and their
products through either pore diffusion or bulk mass transfer.
Studies have shown that kinetic limitations can be improved
by catalyst (PGM) selection while pore diffusion limitations
can be reduced through larger pores within the washcoat [11].
1.3 Approach
Methane oxidation in dual-fuel exhaust streams is challenging
because the conditions include low exhaust temperatures
(<400 °C), which reduce reactivity, and large amounts of wa-
ter vapor, which chemisorb onto PGM reactive sites [8]. This
study seeks to provide knowledge to overcome these obstacles
by performing a full characterization study on six commer-
cially available MOCs; determining the MOC conversion ef-
ficiency of each catalyst in controlled methane oxidation ex-
periments with varying temperatures, flow rates, and stream
compositions; and finding correlations between these charac-
teristics and conversion efficiencies to determine favorable
catalyst characteristics for methane oxidation. The six com-
mercially available MOCs studied were procured from a num-
ber of catalyst manufacturers and distributers, representing a
range of commercially available MOCs in use within the UK
market.
2 Methods
2.1 Characterization
A limited amount of information was provided by the MOC
manufacturers on catalyst composition and chemistry. The
following techniques were used in catalyst characterization
to determine the PGM loading (both Pd and Pt), particle size,
catalytic surface area, Pd:Pt ratio, the washcoat surface area,
pore volume, and pore size.
2.1.1 PGM Particle Size—Transmission Electron Microscopy
The catalyst washcoat including PGM nanoparticles was
scraped off the monolith surface of each catalyst. This powder
was then deposited on Agar Scientific carbon-film-coated
transmission electron microscopy (TEM) grids for analysis.
TEM images were obtained using an 80–200-kV TEM
(Tecnai G2, FEI, USA), and particle sizes were determined
through manual image analysis.
2.1.2 Washcoat Morphology—Scanning Electron Microscopy
Flat , rectangular catalyst pieces (approximately
5×10×2 mm) were prepared from catalysts. Images were
recorded on a FEI Verios 460 scanning electron microscopy
(SEM) microscope with an acceleration voltage of 5 keV.
SEM images were able to provide a visual, qualitative refer-
ence for the washcoat morphology of each sample.
2.1.3 PGM Surface Composition—Energy-Dispersive
Analyzer
Following SEM imaging, energy-dispersive analyzer (EDX)
spot analyses were obtained using an Oxford Instruments
EDX detector to determine the elemental surface composition
of the sample. An acceleration energy of 20 keV was utilized.
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2.1.4 PGM Surface Composition—X-ray Photoelectron
Spectroscopy
X-ray photoelectron spectroscopy (XPS) was used to charac-
terize catalyst composition by irradiating the material surface
layer with X-ray photons to form spectra from emitted elec-
trons [12]. These spectra are used to identify the binding en-
ergy of different elements and compounds at surface sites.
Flat, rectangular samples (approximately 5×10×2 mm) were
prepared from each catalyst for XPS analysis. The XPS spec-
tra were taken with a Thermo Scientific ESCALAB 250Xi
XPSmicroprobe. The system control, data gathering, and data
processing were performed with the Thermo Scientific
Avantage Data System.
2.1.5 PGM Loading—Inductively Coupled Plasma–Optical
Emission Spectroscopy
As previous studies have demonstrated [9, 13], inductively
coupled plasma–optical emission spectroscopy (ICP-OES)
analysis allows for quantitative measurement of the metallic
contents of the catalysts. In addition to Pd and Pt contents, the
metals from the metallic oxides of the catalyst washcoat (Al,
Zr, and Ce) were also determined. While typical sample prep-
aration for ICP-OES requires samples to be dissolved in aqua
regia (2 mL 70 % concentrated HNO3 and 6 mL 36 % con-
centrated HCl), the ceramic substrates will not dissolve in
such a solution. As a result, the samples had to be prepared
in the following two different groups: ceramic substrates
(samples 1, 4, 5, and 6) and metallic substrates (samples 2
and 3).
Initially, 1–2 g of all sample catalysts was dissolved in an
8 mL solution of aqua regia. The solution was made up to
25 mL with 18.2 mΩ cm ultrapure water after the removal
of the ceramic substrate in batches 1, 4, 5, and 6. The ceramic
substrate catalysts were made into a 1:10 solution, while the
metallic-supported catalysts were formulated at 1:100 solu-
tions because of the higher metallic concentration from the
dissolved substrate. The standards used for calibration in the
Optima 2100 DV Optical Emission Spectrometer for ICP-
OES analysis were prepared from Pd and Pt standards from
Sigma-Aldrich. These 1000-mg/L concentration standards
were diluted to 10 mg/L with 18.2 mΩ cm ultrapure water.
2.1.6 Catalytic Surface Area
The catalytic surface area was estimated as the amount of
active sites available for reaction within the methane oxidation
catalyst. The common technique employed to determine this
value is CO chemisorption [9, 12]. However, due to the tox-
icity of CO, facilities were not available for chemisorption
measurements during this study. Instead, particle size, PGM
loading, and PGM density were used to give an indication of
loading. This technique gives information for comparative
purposes, but has a large error from the assumptions of correct
TEM particle size estimations, 100 % of the sphere surface
area available for reactions, and that no PGM particles are
beneath the washcoat.
2.1.7 Washcoat Surface Area and Pore
Size—Brunauer-Emmett-Teller N2 Absorption
Samples were prepared to approximately 500-mm3 bulk vol-
ume units (4.4×4.4×25mm for ceramic samples). They were
examined with a TriStar 3000 V6.08 Surface Area and Pore
Size Analyzer. The surface area of each sample’s washcoat
was determined through the Brunauer-Emmett-Teller (BET)
method. This process uses nitrogen adsorption and desorption
isotherms to calculate the sample surface area [9, 12].
Likewise, the washcoat pore volume and average pore size
were determined from the nitrogen desorption behavior using
the Barrett-Joyner-Halender (BJH) model. This model deter-
mines the pore volume (excluding the channel volumes) and
pore size from the amount of nitrogen desorbed from the
washcoat as the relative pressure is decreased incrementally
over time [14].
In the BET and BJH washcoat surface analyses, small sam-
ples were cut out from larger methane oxidation catalysts. Care
was taken to minimize washcoat loss but exposed ceramic
occurred. A bare piece of ceramic was passed through the same
analyses, where surface area, pore volume, and pore size esti-
mates were obtained. As expected, there was a lower surface
area, smaller pore volume, and larger pore size associated with
this sample. Using these values and the estimated amount of
exposed ceramic, it was determined that there is a 10 % error
within the presented washcoat surface area and pore size data.
2.2 MOC Conversion Efficiency Testing
The MOC oxidation efficiency was determined against vary-
ing temperatures, flow rates, and stream compositions (air,
CO, H2O, CO2, etc.). This was conducted by reacting a pre-
mixed stream containing methane within a tube furnace. The
methane concentration of 5000 ppm was representative of DF
HGV emissions. Two different stream experimental groups
were made. One group of samples had their methane conver-
sion efficiency tested with a stream consisting of air and meth-
ane, which will be referred to as the “air-methane” experi-
ments henceforth. The second group of experiments was per-
formed using a stream consisting of engine exhaust from a
diesel engine, where methane was added to the stream before
a 10-m-long, 191 °C heated line that led to the furnace (Fig. 1).
The engine exhaust sample was taken after the turbocharg-
er and before the engine’s diesel oxidation catalyst (DOC),
while the engine was controlled by an AC dynamometer run-
ning at a speed of 1500 rpm and a load of 75 Nm. The exhaust
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gas recirculation (EGR) valve was closed, but the engine was
operating at its normal control strategy otherwise. The back-
pressure at the sampling point is normally 1.05 barA but was
increased to approximately 1.5 barA with a butterfly valve
mounted downstream to extract higher exhaust sample flow
rates. Other engine specifications can be seen in Table 1.
These experiments will be referred to as “exhaust-methane”
experiments henceforth. The diesel fuel complied to EN stan-
dard, EN 590 (2009), which has a maximum sulfur level of
10 ppm. At the given test conditions, the estimated sulfur
concentration in the exhaust was less than 200 ppb, which is
not expected to affect catalytic performance over the course of
exposure (typically <1 h). This experimental setup is a mod-
ification of the Herreros et al. [15] study that added hydrogen
to the exhaust stream after a diesel engine before testing oxi-
dation levels in a tube furnace.
The furnace used in this experiment is an Elite TSH17
model with a 0.45-m heated zone. The samples were heated
from 100 to 600 °C at a rate of 10 °C/min. Temperatures were
controlled by a Eurotherm 2416 temperature controller. The
catalysts samples were placed in an insulated region near the
end of the furnace. This gave the pre-catalyst stream the full
length of the furnace-heating region to reach the desired tem-
perature and reduced the effect of undesired radial heating.
To record the temperature of the exhaust stream both before
and after the catalyst, the catalyst sample was placed between
two thermocouples, spaced approximately 125 mm from each
other. The MOC conversion efficiency (percent methane oxi-
dation versus temperature) of each catalyst was determined
against the pre-catalyst gas temperature.
The methane streamwas fed into the systemwith the use of
mass flow controllers. A 1–2-L/min stream was diverted from
the effluent gas and analyzed with a MKS Multigas FTIR gas
analyzer, which detected gas concentrations of CH4, H2O,
CO2, CO, and NOx among others. In an experimental run with
the FTIR analyzer over a 15-min interval bypassing the cata-
lyst sample, the following concentrations (with ranges) were
measured: H2O 4.89 % (4.60–5.98 %), CO2 5.97 % (5.86–
6.07 %), CO 143 ppm (140–146 ppm), NO 349 ppm (343–
354 ppm), and NO2 36.1 ppm (12.3–60.4 ppm). Both system
flow rates were monitored with rotameters after the tube fur-
nace and the FTIR analyzer, where they were passed through
water traps before final venting.
2.3 Characteristic-Conversion Efficiency Correlations
The following eight catalyst characteristics were used to
determine correlations with catalyst efficiency: PGM
loading, Pd loading, Pt loading, particle size, catalytic
surface area, Pd:Pt ratios, surface area, pore volume, and
pore size. These were plotted against the 50 % methane
oxidation temperature (T50 %) for both air-methane and
exhaust-methane experiments at 30,000 h−1 gas hourly
space velocities (GHSVs). Supporting information from
the GHSV comparison and concentration comparison ex-
periments were used to strengthen conclusions and for
additional insight.
2.4 Activation Energies
The kinetically limited region of the MOC test was quantified
by determining the activation energies of each catalyst at dif-
ferent operating conditions. Given that the concentration of
oxygen is much greater than the concentration of methane
and is approximately constant, we assume that methane
Table 1 Diesel engine specifications
Engine specification
Class Light-duty diesel (DW10C)
Manufacturer PSA (Peugeot/Citroën), finished by Ford
Emission standard EURO V
Number of cylinders 4
Valves per cylinder 4
Rated power (kW) 101
Peak torque (Nm) 330 Nm
Injection 1 pilot injection, 1 main injection
Fig. 1 Exhaust-methane
experimental setup
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oxidation is a pseudo-first-order reaction with respect to meth-
ane, and the reaction rate is represented by
r ¼ kC; ð1Þ
where r, k, and C are the reaction rate (mol/s m3), the reaction
rate constant (1/s), and methane concentration (mol/m3), re-
spectively. The rate constant (Eq. 2) relates the reaction rate to
the activation energy and the temperature,
k ¼ ko e −Ea=RTð Þ; ð2Þ
where Ea, R, and T are the activation energy (kJ/mol), univer-
sal gas constant (kJ/mol K), and temperature (K), respectively.
To solve for the activation energy, a methane stream flowing
through a catalyst monolith can be represented by the one-
dimensional material balance of a plug flow reactor operating
at isothermal, steady state conditions [16] (Eq. 3),
v
dC
dx
 
¼ −r; ð3Þ
where v and x are the gas velocity (m/s) and length (m), re-
spectively. After combining Eqs. 1 and 3, the material balance
equation can be solved for the inlet (Ci) and outlet (Co) con-
centrations of methane along the length of the catalyst sample
Z Co
Ci
1
C
dC ¼
Z L
0
−k
v
dx: ð4Þ
Solving Eq. 4 results in a relation for the inlet and outlet
concentrations of methane,
ln
Co
Ci
 
¼ − L
v
k ¼ − 1
GHSV
ko e −Ea=RTð Þ ð5Þ
where L and GHSV are the catalyst length (m) and gas hourly
space velocity (1/h), respectively. A linear relation is found for
activation energy, which allows for fitting of experimental
data,
ln ln
Co
Ci
  
¼ ln k0
GHSV
 
−
1
RT
 
Eað Þ: ð6Þ
3 Results and Discussion
3.1 Characterization
A summary of the characteristics of the different catalyst sam-
ples is shown in Table 2. The results of the MOC catalyst
characterization are discussed in detail in the following
sections.
3.1.1 PGM Particle Size—TEM
Figure 2 shows the PGM particles of the fresh MOC samples.
Approximate PGM particle size ranges were determined
(Table 2), where sample 1 has the smallest particles (2–
3 nm), samples 2 and 3 have medium-size particles (4–
10 nm), and samples 4–6 have the largest particle sizes (8–
10 nm).
3.1.2 Washcoat and PGM Surface Composition—EDX
and XPS
The washcoat composition and surface PGM loading was de-
termined through both EDX and XPS [17]. These analyses
indicated that every sample contained palladium with an alu-
mina washcoat, samples 1 and 4–6 contain platinum, samples
2 and 4–6 contain zirconia in the washcoat, and sample 2
contains ceria in the washcoat.
3.1.3 PGM Loading—ICP-OES
PGM content and washcoat composition were quantified by
ICP-OES analysis. The total PGM loading results (Table 2)
show that sample 1 had the highest PGM content (340 g/ft3,
12,000 g/m3), followed by samples 4–6 (120–160 g/ft3, 4300–
5700 g/m3). Samples 2 and 3 had the lowest PGM loadings of
6 and 40 g/ft3 (210 and 1400 g/m3), respectively. The highest
percent error in spectroscopy recordings from the ICP-OES
equipment was 1.6 %. Preparation error was minimized
through initial trial experiments to ensure a robust process,
where the error in reported results was minimized to an aver-
age of 8.9 and 10.9 % for Pd and Pt loading recordings,
respectively.
3.1.4 Catalytic Surface Area
The catalytic surface areas for each MOC were estimated
using the average particle sizes from TEM measurements,
PGM loading values from ICP-OES measurements, and den-
sities of Pd (12 g/cm3) and Pt (22 g/cm3) [18]. These estimated
catalytic surface areas are illustrative but uncertain due to the
low accuracy of TEM particle size estimations and assumption
of spherical particles to represent available surface. Estimated
surface areas in Table 2 indicate that sample 1 has the largest
catalytic surface area (6200 cm2/cm3) because of low particle
sizes and high PGM loading values. Samples 4–6 had roughly
20–25 % (1200–1500 cm2/cm3) of the estimated catalytic sur-
face area of sample 1, while samples 2–3 (70–710 cm2/mL)
had an order of magnitude less. Considering that the error
(estimated at 50 %) is approximately the same for all samples,
the results allow for ranking of sample surface areas among
catalyst studied.
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Table 2 MOC characterization
summary data Sample 1 Sample 2 Sample 3 Sample 4 Sample 5 Sample 6
PGM (g/ft3; g/m3)a 340 6 40 130 120 160
12,000 210 1,400 4,400 4,300 5,700
Pd (g/ft3; g/m3)a 290 6 40 120 110 130
10,000 210 1,400 4,100 4,000 4,700
Pt (g/ft3; g/m3)a 50 0 0 10 10 30
2,000 0 0 300 300 1,000
Pd/Pt ratiosa 6 NA NA 16 11 5
Particle size (nm)b 3–4 6–10 4–6 8–10 8–10 8–10
Catalytic surface area 1,700 200 2,000 3,400 3,300 4,200
(m2/ft3; cm2/cm3)c 6,200 70 710 1,200 1,170 1,500
Washcoat surface area 7 2 2 6 5 5
(m2/ft3; m2/cm3)d 20 7 6 16 13 14
Washcoat pore volume 2 1 1 2 2 2
(cm3/ft3; mm3/cm3)e 74 29 20 68 67 53
Washcoat pore size (nm)e 10 12 8 13 15 11
a ICP-OES
b TEM
cCalculated from loading, particle size, and density values
d BET method
e BJH desorption isotherm
Fig. 2 TEM images of PGM
particles on fresh MOC samples
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3.1.5 Washcoat Surface Area and Pore Size—BET N2
Physisorption
In addition to varying composition, catalyst washcoats had
different surface areas and porosities. The disparity between
ceramic and metallic substrates values, which have different
densities, was eliminated by normalizing the measured mass-
specific surface areas by the bulk densities of each sample
(including void channel spaces). The BETanalysis showed that
sample 1 had the highest washcoat surface area (20 m2/cm3),
followed by samples 4–6 (13–16 m2/cm3) and samples 2–3
(6–7 m2/cm3). Similar trends were observed for porosity
results from the BJH desorption isotherm. Unlike the surface
area and pore volume measurements, there was a small range
of values for pore size between 8 to 15 nm (Table 2).
These three measurements play a significant role in each
control regime present in these methane oxidation catalysts.
The washcoat surface area affects the kinetically limited re-
gion, as it determines the area of support of PGM nanoparti-
cles. The diffusion limited regions are controlled by the pore
volume and size, as these variables can have large effects on
the rate of mass transfer within the catalyst.
3.2 MOC Conversion Efficiency Evaluation
Figure 3 shows the methane oxidation efficiency curves of the
six MOC samples at 30,000 h−1 GHSV, plotted as methane
oxidation percentage against the pre-catalyst oxidation
temperature.
Sample 1 has the lowest methane oxidation temperatures
(T50 %=304 °C), which correspond to the high PGM loading
and washcoat surface area. Samples 5 and 6 had slightly
higher T50 % values of 312 and 333 °C, respectively, which
are in line with the PGM loadings (Table 2). Sample 3 per-
formed well (T50 % value of 361 °C), despite the low PGM
loading and low washcoat surface area. It is hypothesized that
there is more uniform heating throughout the metallic sub-
strate used for this catalyst, which could result in lower-
temperature peaks in the catalyst and a spread of high-
conversion efficiencies throughout its full length. Despite the
higher PGM loading, sample 4 had a higher T50 % (396 °C)
value than sample 3. Sample 2 had the most delayed oxidation
(T50 %=524 °C), which is likely a result of the low PGM
loadings (6 g/ft3). Full oxidation was achieved before
400 °C for samples 1 and 5 in the 30,000 h−1 GHSV air-
methane experiments, which is a promising result for the use
of these catalysts in DF HGVs.
Figure 4 shows how the T50 % values decrease with an
increase in GHSVs and the change in operating conditions
from air-methane to exhaust-methane. There are delayed
T50 % values for exhaust-methane experiments because of the
presence of water. Water partially deactivates the Pd particles
and its oxide (PdO), which is considered to be the active com-
ponent in methane oxidation [19, 20]. On average, the differ-
ence in T90 % values between the air-methane and exhaust-
methane 30,000 h−1 GHSV values for all samples is 45 °C.
T50 % values increase with increasing GHSVs because the
methane residence time is reduced within the catalyst. Only
sample 1 was able to display complete methane oxidation by
approximately 400 °C in these DF HGVexhaust conditions.
It was assumed that a negligible amount of catalyst aging
had occurred because of the low levels of water and chemical
Fig. 3 Methane oxidation versus temperature within an air-methane
supply at 30,000 h−1 GHSV
Fig. 4 Fifty-percent oxidation temperature (T50 %) at 10,000 and 30,000
GHSV for air-methane and exhaust-methane test gas
Fig. 5 Exhaust-methane 30,000 h−1 GHSV-natural log PGM loading
correlations
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poisoning. This assumption coupled with a low amount of
catalyst core samples for samples 2–5 resulted in the re-use
of these catalysts core samples for several experiments.
Controlled thermal aging experiments were performed, which
resulted in a 5.2 % increase in T50 % values over five iterations.
Therefore, a negligible error (<10 %) was associated with the
repeated T50 % measurements.
3.3 Correlations
Correlations were made for each catalyst sample with both
characteristic and conversion efficiency data. Considering that
the MOC conversion efficiency in each sample was similar
but slightly delayed between the 10,000- and 30,000-h−1
GHSV flow rates, the following discussion only pertains to
T50 % values at 30,000 h
−1 GHSVs in exhaust-methane exper-
iments. The following conclusions are a result of observed
trends within the six catalyst samples, which have a small
statistical significance because of the small sample size.
PGM loadings had a large range of 340 g/ft3 (12,000 g/m3)
to 6 g/ft3 (210 g/m3) in samples 1 to 2, respectively. The data
show an exponential decrease in T50 % values with increasing
PGM loading. Figure 5 shows this trend, with T50 % values
plotted against the natural logarithm of PGM loading
(R2=0.86). The exponential decay in T50 % values with in-
creasing PGM loading indicates that diminishing gains occur
for high loadings and other strategies must be employed to
improve MOC conversion efficiencies. Similar results were
observed for Pd (R2 = 0.87) and Pt (R2 = 0.70) loading but
are highly cross correlated with total PGM loading,
prohibiting conclusions about the impact of Pd and Pt loading
separately on T50 %. Other characteristics (with R
2 values) that
possibly effect T50 % values are the decrease of Pd:Pt ratios
(0.47), increase in washcoat surface areas (0.46), and in-
creased in pore volumes (0.34). No noticeable effects were
found with changing PGM particle size (0.18) or washcoat
pore size (0.12).
3.4 GHSV Comparison
Additional studies were performed to investigate methane ox-
idation efficiency with varying GHSVs and methane concen-
trations. The GHSV is dependent on both the flow rate of the
methane-containing stream and the bulk volume of the cata-
lyst. As expected, MOC conversion efficiency increases with
a decrease in GHSVor an increase in methane residence time.
This effect is more pronounced after 20 % oxidation or as the
reaction is leaving the kinetically limited region and entering
the mass transfer-controlled region (Fig. 6a). The T10 % values
in the kinetically limited region have a small initial increase
with increasing GHSVs but eventually, plateau for the larger
GHSVs. The T90 % values in the diffusion-limited region have
an exponential increase with increasing GHSVs. A tempera-
ture increase is needed to increase the reaction rate and pro-
vide full methane oxidation. Therefore, higher temperatures
are required to reach full methane oxidation in high GHSV
conditions. GHSVs can be lowered and MOC conversion ef-
ficiencies improved by increasing the oxidation catalyst bulk
volume (increased diameter and length).
Fig. 6 Sample 1 methane oxidation for varying GHSV (a, left) and methane concentration (b, right)
Table 3 Mean activation
energies and pre-exponential
factors for varying operating
conditions and methane
concentrations
Activation energy, kJ/mol (SD) ko, h
−1 (SD)
Operating condition
Air-methane 30,000 h−1 GHSV 50.1 (8.1) 8.2 × 109 (1.3 × 1010)
Exhaust-methane 30,000 h−1 GHSV 54.9 (13.1) 1.7 × 109 (3.6 × 109)
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3.5 Concentration Comparison
Methane concentration comparisons were made for sample 1
in air-methane stream conditions. Methane concentrations of
2500, 5000, and 7500 ppm were used, and their respective
MOC conversion efficiencies in air-methane experiments
can be viewed in Fig. 6b. An increase in conversion efficien-
cies was observed with an increase in methane concentration.
Figure 6b shows the approximately equivalent T10 % values
for the initial methane oxidation within the kinetically limited
region. However, the methane oxidation profiles begin to sep-
arate as temperatures increase. Methane oxidation is an exo-
thermic reaction, which results in an increased temperature
within the catalyst. These increased temperatures, associated
with more exothermic methane oxidation reactions in higher
concentrations, result in faster kinetics and higher rates of
mass transfer within the catalyst. These results suggest that
with increasing methane concentrations, T50 % oxidation tem-
peratures decrease linearly, while in the mass transfer region
(T90 %), methane oxidation temperatures decrease
exponentially.
Manufacturers have suggested the injection of hydrocar-
bons prior to the catalyst to increase MOC oxidation efficien-
cy. The results shown in Fig. 6b indicate that higher hydrocar-
bon concentration does increase MOC oxidation efficiency.
Hydrocarbons with high propensity to combust, such as die-
sel, could be used to ensure that the injected hydrocarbons
oxidize within the catalyst.
3.6 Activation Energies
The mean activation energies (Ea ) and pre-exponential fac-
tors (k0 ) of the six samples were calculated utilizing Eq. 6 and
the experimental data, shown in Table 3. Ea values were found
to be comparable across samples and conditions, whereas the
pre-exponential factor (k0 ) varied but were highly uncertain.
The isothermal assumption upon which Eq. 6 relied upon was
not valid for lower flow rates through the catalyst, where
10,000 h−1 GHSV had greater than 100 °C difference between
catalyst faces. Higher flow rates, 30,000 h−1 GHSV, had lower
differential temperatures (ΔT<40 °C) and are comparable
(ΔT<5 °C) for the portion of the experiment where the acti-
vation energies were determined. While Fig. 4 indicates that
the T50 % was higher for methane oxidation in exhaust, the
activation energies were not found to be statistically different
within the two systems.
3.7 Effect on NOx
An interesting behavior was observed with the NOx concen-
trations of the engine exhaust experiments (Fig. 7).While total
NOx concentrations remain relatively constant throughout the
experiment, the relative concentrations of NO and NO2
change with varying MOC temperature. Compared against
its associated MOC oxidation profile (Fig. 7), four regions
of NOx behavior can be observed.
The trends in NO/NO2 ratios for the various regions are
governed by
1.As the temperatures increases, NO begins to oxidize within
the MOC before methane oxidation begins.
2. This region coincides with the kinetically limited region of
catalytic methane oxidation. Literature suggests that there are
many competitive reactions within the catalyst [15, 21], which
would reduce the rate of NO oxidation at the early stages of
CH4 oxidation. Additionally, according to Lefort et al. [21],
hydrocarbons can completely or partially reduce NO2 because
of the assistance of NO2 in the early stages of hydrocarbon
oxidation. The couplings of these two activities results in a net
increase of NO and decrease for NO2.
3. As the temperature increases and the reaction passes out-
side of the kinetically limited region, there are more pathways
for methane oxidation, such as platinum or the metallic oxide
washcoats, which provide more active sites for other gases to
react. Therefore, there is no longer a competitive reaction
within this diffusion limited region, and NO begins oxidizing
into NO2 again.
4. The last region begins after full oxidation has been reached
and is characterized by the reduction of NO2 into NO in ac-
cordance with the thermodynamic properties of their equilib-
rium reaction [22].
4 Conclusions
This work shows that the near-complete methane oxidation
can be achieved at the 400 °C average exhaust temperatures
in DF HGV vehicles with current commercially available
methane oxidation catalysts at GHSVs of 30,000 h−1.
However, more improvements in MOCs are needed for lean-
Fig. 7 Sample 5 exhaust-methane NO and NO2 concentrations with
varying temperatures
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burn combustion systemswith low exhaust temperatures, such
as dual fuel in compression ignition engines and lean burn SI
CNG. Of the six commercially availableMOCs tested, sample
1 was able to achieve the desired 100 % oxidation at approx-
imately 400 °C in DFHGVexhaust conditions and at a GHSV
of 30,000 h−1. However, this highMOC conversion efficiency
has an associated high cost, as sample 1 had a high PGM
content. Less loaded catalysts were able to achieve full oxida-
tion at approximately 450 °C.
Methane oxidation catalysts can achieve low T50 %
(<350 °C) when properties are in line with sample 1, which
had a 340 g/ft3 (12,000 g/m3) PGM loading, a 6:1 Pd:Pt
ratio, and a high alumina washcoat with a 20 m2/cm3
washcoat surface area and a 74 mm3/cm3 washcoat pore vol-
ume. The high PGM loading of sample 1 and subsequent high
cost may be reduced by using metallic substrates, which allow
for more homogenous temperature distributions throughout the
MOC, such as sample 3. While additional MOC chemistries
may improve performance and lower costs, the results from this
study indicate that after-treatment of DF engine exhaust could
achieve significant reductions in CH4 emissions, but MOCs
must be appropriately sized and have correct catalyst formula-
tions. These results indicate that while MOCs do exist that can
achieve meaningful methane emission reductions, a number of
commercially availableMOCs do not meet the requirements for
low-temperature (<400 °C) oxidation. All catalysts had higher
T50 % temperatures using diesel exhaust which contained water
and which reduced catalyst activity. Suggested strategies of
MOC improvement may achieve increased methane conver-
sion efficiency by locally increasing the catalyst surface tem-
perature by injecting volatile hydrocarbons (e.g., diesel fuel)
into the exhaust upstream of the MOC. Such strategies should
be employed carefully, so as not to increase the absolute mag-
nitude of unburned hydrocarbons exhausted, even while con-
version efficiency of methane may be improved, and also con-
sider the overall energy consumption and CO2e emissions.
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